TECHNICAL DATA SHEET

Ground screw MTR GA, 68x650x2,0mm, HDG

Art. No.: 6265A-650

EAN: 8596221753761

Weight: 2.20 kg (tol. +- 3%)

Material: Structural steel S235, class 4.6

Surface treatment:  Hot-dip galvanized per EN ISO 1461

Load limits: Pressure load 800 kg | Tension load 450 kg | Shift load 225 kg
Application: timber houses, prefabricated buildings, steel structures, containers
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TECHNICAL DATA SHEET

Ground screw MTR GA, 76x800x2,0mm, HDG

Art. No.:

EAN:

Weight:

Material:

Surface treatment:
Load limits:
Application:

6265A-800
8596221753778
3.60 kg (tol. +- 3%)

Structural steel S235, class 4.6

Hot-dip galvanized per EN ISO 1461
Pressure load 1050 kg | Tension load 600 kg | Shift load 300 kg
timber houses, prefabricated buildings, steel structures, containers
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TECHNICAL DATA SHEET

Ground screw MTR GA, 76x1000x2,0mm, HDG

Art. No.: 6265A-850

EAN: 8596221755017

Weight: 4.40 kg (tol. +- 3%)

Material: Structural steel S235, class 4.6

Surface treatment:  Hot-dip galvanized per EN ISO 1461

Load limits: Pressure load 1750 kg | Tension load 1000 kg | Shift load 500 kg
Application: timber houses, prefabricated buildings, steel structures, containers
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TECHNICAL DATA SHEET

Ground screw MTR GA, 76x1200x2,0mm, HDG

Art. No.: 6265A-900

EAN: 8596221753792

Weight: 5.10 kg (tol. +- 3%)

Material: Structural steel S235, class 4.6

Surface treatment:  Hot-dip galvanized per EN ISO 1461

Load limits: Pressure load 2625 kg | Tension load 1500 kg | Shift load 750 kg
Application: timber houses, prefabricated buildings, steel structures, containers

2x910

M24

50

t=2
M24
2x918 Hﬂﬂ/\

30
1200
') Meta|tl‘ad€ Metaltrade International s.r.o.

www.metal-trade.cz/en/
International s.ro.

info@metal-trade.cz


https://1247.sites.bsshop.cz/en/-p42371/?vid=39121

